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Business Name 

Directions  

Owned and operated by the City 

of High Point, the complex rep-

resents one of the nation's first 

cooperative ventures between 

municipal government, private 

enterprise, and the arts. In 1975 

the International Home Furnish-

ings Center was awarded the 

Esquire/BCA "Business in the 

Arts" award in recognition of its 

cooperation with the City of 

High Point. 

 

Constructed in 1975, this center 

combines contemporary 

"sculptured" architecture with an 

interior design dominated by 

earth tones. The Theatre fea-

tures an elegant 963 seat audi-

torium with continental style 

seating. Other facilities include 

three large exhibition galleries 

for meetings, display, or recep-

tions. The facility is suited for 

convention use, as well as func-

tions of the arts, and is available 

to both professional and ama-

teur groups on a rental basis.   

 

The Theatre is located in the 

northeast corner of the I.H.F.C. 

building in the 200 block of East 

Commerce Avenue. 

From Charlotte and Points South  

Take I-85 North to exit 111- Hwy 

311 North towards High Point. This 

will become S. Main Street as you 

enter High Point.  For the Main En-

trance, turn right on Commerce Ave - 

The Theatre will be on the right. For 

the backstage entrance and/or loading 

dock, from Main St. turn right on 

Russell St.   At the second light, turn 

left onto Hamilton St. The Theatre 

will be 1.75 blocks on the left. 

 

From Winston -Salem and Points West   

Take I-40 East to exit 196 - Hwy 311 

to High Point. Take Exit 20 - Kivett 

Dr. and turn left at the bottom of the 

ramp. Turn left on Centennial. For the 

Main Entrance, turn right on Com-

merce; the Theatre will be on the left 

just past the next light (Hamilton St.). 

For the backstage entrance and/or 

loading dock, continue on Centennial 

and turn right on Green Street.  Go 

one block and take a right on Hamil-

ton Street. The Theatre will be on the 

left. 

From Greensboro and Points East  

Take I-85 South to exit 118 - Business 

85-29/70 towards High Point.  Merge 

onto Hwy 311 North towards Win-

ston-Salem. Take Exit 20 - Kivett Dr. 

and turn left at the bottom of the 

ramp. Turn left on Centennial. For the 

Main Entrance, turn right on Com-

merce. Theatre will be on the left. For 

the backstage entrance and/or loading 

dock, continue on Centennial and 

turn right on Green Street.  Go one 

block and take a right on Hamilton 

Street. The Theatre will be on the left. 

High Point Theatre 

220 East Commerce Ave. 
P.O.Box 230 

High Point, NC 27261 

Admin. Office (336)883-3401 

Box Office (336)887-3001 
Fax (336)883-3533 

TECHNICAL STAFF  

Facility Manager 

Todd Dupree 
(336)883-3628 
todd.dupree@highpointnc.gov 

Technical Director 

Carl Howes   
(336)883-8523 
carl.howes@highpointnc.gov 

ADMINISTRATIVE  STAFF  

Theatre Director 

David Briggs 
(336)883-3627 
david.briggs@highpointnc.gov 

Business Manager 

Elizabeth Hinkle 
(336)883-3401 
elizabeth.hinkle@highpointnc.gov 

Box Office Manager 

Kacy Woody 
(336)883-3402 
kacy.woody@highpointnc.gov 

House Manager 

Karen Rimmer 
(336)883-3625 
karen.rimmer@highpointnc.gov 

Marketing Assistant 

Phyllis Tuttle 
(336)883-3097 
phyllis.tuttle@highpointnc.gov 

High Point Theatre Technical 
Specifications  

  Parking  

General parking for patrons and cast/crew is available in several locations, including the IHFC parking lot on Commerce Ave, and on 

nearby streets.  Limited Bus/Truck parking is available directly behind the Theatre on Hamilton Street.  Please contact the Theatreõs 
Facility Manager to coordinate any special parking needs. Note: Shore Power Is not available for tour buses. 
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Restaurants:    

Liberty Steakhouse 
914 Mall Loop (Off Eastchester 
Dr) 
High Point, NC 
(336) 882-4677 
 
Hamôs Restaurant 
2001 North Main Street 
High Point, NC 
(336) 887-1556 
 
Longhorn Steakhouse 
1540 North Main Street 
High Point, NC 
(336) 883-7373 
 
Papa Johns Pizza 
1701 North Main Street 
High Point, NC  
(336) 886-1700 
 
Pizza Vino II 
274 Eastchester Drive 
High Point, NC 
(336) 885-5868 
 
Giannoôs 
1124 Eastchester Drive 
High Point, NC 
(336) 885-0762 

 
 
 

Area Information  

Hotels:    
High Point Plaza Hotel 
135 S. Main St. 
High Point, NC  
336-889-8888 
800-333-3333 
 
Atrium Inn 
425 S. Main St. 
High Point, NC 
336-884-8838 
 
Courtyard Inn 
1000 Mall Loop Rd 
High Point, NC 
336-882-3600 

 
Medical Information:  
 
 (ALL EMERGENCIES: 911) 
 

Police Non-Emergency:  
336-883-3224 

 
Hospital: High Point Regional  
601 N. Elm St., 336-884-8400 
Emergency Room: 336-884-6009 

 
Urgent Care: MedCentral 
1720 Westchester Dr., 
336-883-9675 
 
 
 

 
 

Chiropractor: High Point  
Chiropractic,  
1220 Eastchester Dr., Ste. 107 
336-882-2434 
 
Orthopedics: High Point Orthope-
dics & Sport Medicine, 624 Quak-
er Ln., Ste 200D, 336-841-6262 
 
Optometrist: Jicha Eye Care Cen-
ter, 3911 Fountain Grove Dr., 336-
889-2225 
 
CVS Pharmacy: 124 Montlieu 
Ave. 336-889-3711 
 
Walgreenôs Pharmacy (24 Hours): 
2109 N. Main St., 
 336-885-7766 
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General Information  

Seating:  
  954 Total (24 additional seats may be setup on the orchestra pit) 

 624 Orchestra 
 330 Balcony 
 6 wheelchair seats at the rear of the orchestra. 
 
Stage Dimensions: 
 Proscenium Height: 19ô9ò  
 Proscenium Width: 52ô (Usually legged in to 40ô) 
 Depth: 32ô from plaster line to back wall 
            29ô3ò from plaster line to cyc. 
            2ô from plaster line to front edge of apron/pit at  
            Center Line. 
 Elevation above house floor: 3ô 
 
Orchestra Pit:  
 45ô wide x 6ô6ò deep.  The pit is on a hydraulic system  
 that runs from stage level to the trap room below stage
 and may be positioned anywhere in its travel area. 
 
Grid Height:  
 59ô9ò from the stage to the bottom of the grid. 
 6ô from the grid to the roof 
 
Stage Floor:  

Sprung pine floor, painted black.  The front half of the 
stage is comprised of 28- 4ô x 8ô traps, which can be re-
moved.  If a trap needs to be removed for a production, 
notify staff at least 4 weeks prior to event. 

 
Fasteners:  

The Theatre does allow clients to screw or lag scenery 
into the floor. Any holes made by fasteners must be filled 
during load out. 
 

Dance Floor:   
Dance companies must use a marley dance floor for 
their productions.  The Theatre has a dance floor availa-
ble for rent. 
 

Wing Space:  
Approximately 25ô available on both sides.  Height on SR 
is 19ô; height on SL is 25ô 

   

Crossovers: 
There is normally a 3ô crossover upstage of the cyc.  
Additionally, there is a full crossover hallway in the base-
ment. 
 

Production Office/ Green Room:   

 The Production Staff is welcome to use the Green 
Room for a Production Office.  The Green Room is 
located on stage level, off Stage Right.  It has one 
phone (local or toll-free calls only), a restroom, cof-
fee station, makeup mirror, and seating for 6-8. 

 

Stage Managerôs Console:   

 The Stage Manager may be located either in the 
Production Booth, or Backstage Right.  The back-
stage position has ClearCom, dressing room paging, 
and available CCTV monitor.  The Production Booth 
has an audio monitor for show feed, ClearCom, and 
dressing room paging.  The Production Booth is 
located under the balcony, and is accessible via the 
freight elevator from backstage or through the lobby. 

 

Stagehand Labor:   

 The Theatre is a non-union house.  We utilize a lo-
cal production company to fill calls with competent 
technicians.  Clients needing labor for their produc-
tion will absorb the cost of that labor, as noted in the 
contract.  Contact must be made with the Technical 
Director at least 6 weeks prior to the event to make 
crew arrangements.  If IATSE labor is required, ar-
rangements will be through Local 574 in Greensbo-
ro, NC. 

 

Handicap Access:  

 Handicap access to Front of House is through a 
wheelchair ramp and entrance near the front doors.  
Handicap access to the stage area is through the 
Lobby and back to a freight elevator, located behind 
the Main Gallery. 

 

House Policies:   

 Please see attachment.  The High Point Theatre is a 
smoke-free and alcohol-free facility.  Any use of live 
flame (including everything from lit cigarettes and 
candles to flash pots and smoke effects) in produc-
tions requires a permit from the High Point Fire Mar-
shal. If your production uses any kind of smoke/haze 
or flame effects, please inform the Theatre Tech-
nical Director at least 6 weeks prior to your event to 
arrange for the permits. 
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Loading Information: 
The Loading Area is located at the rear of the Theatre on S. Ham-
iton St.  The stage floor is located 8ô below the sidewalk level.  
There are two access options for the facility.  
 
Rollup Door: This door opens at the street at sidewalk level.  It is 
7ô9ò wide x 14ô tall and opens up onto a 5ô x 8ô hydraulic lift to take 
equipment down to stage level. (2000 lb weight limit.).  This lift 
lowers to 18ò above stage level; there is a 4ô metal ramp to reach 
floor level.    

 

Loading Dock:  The loading dock is 39ò high and leads directly to 
the freight elevator.  The Rollup Doorôs ramp may be used as a 
dock plate.  The freight elevator is 8ô6ò long x 6ô wide x 7ôtall.  The 
doors to the elevator are 6ô2ò tall x 4ô6ò wide.  The elevator has 
access to the Stage level as well as Dressing rooms, Front of 
House, and Balcony/Booth levels. 

 

 

 

 

 

 

 

Truck Parking: 

There is approximately 100ô of single-lane parking availa-
ble behind the Theatre.  This can be reserved for produc-
tion use with advance notice.  Other truck parking must 
be coordinated in advance and will be at least one block 
away from the facility. 
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Sound 

 
Inputs:   

Digitalð Digico 40x8 Stage Boxes (2).  CAT5 connection 
points are SL and SR at the Stage Managerôs Podiums.   
 
Analogð Whirlwind Concert Series 40 x 16 snake w/ 
split box SL, 10ô  monitor fan, feed to house mix position, 
w/ 20ô FOH fan. 
 

Control Locations:   
House mix position in back row House Right. (under bal-
cony)  Mix position is approximately 4ô x 8ô.  Auditorium 
seats not removable.  Mix position has ClearCom, 2- 20A 
outlets, snake inputs to backstage and snake to Produc-
tion Booth.   
Production Booth Position under balcony with limited 
channels to/from Whirlwind snake. 
 

Touring Audio: 
With advanced notice, touring productions may use their 
FOH sound equipment.  In this case the FOH Processing 
Rack may be located at the House Mix  Position or back-
stage left.  If a touring snake is utilized, it must be 150ô in 
length to reach the mix position. 
 

Hearing Assist:  
Listen FM system independent of the house sound sys-
tem. House Management is responsible for receiver dis-
tribution.  
  

Monitor/ Paging System:  
All production areas are covered by audio monitors & 
paging system. (Dressing rooms, production booth, 
green room, TD Office, Box Office)  Monitors run off 
shotgun mic in balcony rail. Paging system able to call 
selected locations or whole system. 
 

Intercom:  
ClearCom 2-channel base station in Production booth.  
Wired stations located in lighting, sound booth, projection 
booth, follow spot alcoves, house mix position, center 
auditorium (tech table),  backstage Left & Right, Fly rail, 
Trap Room, and  House Manager (in lobby).  
 

Equipment Inventory: 
Mixing Consoles:  

Digico SD9 (House Mix position) 
 Digico SD9 (Monitor console) 

Soundcraft Spirit LX-7, 32 channel (Production Booth) 
Midas Verona 48 channel Analog Console 
Ramsa 840 40 channel Analog Monitor Console 
 
House PA System:   
Speakers:  
- JBL Vertec Line Array System (stereo). Each side has 
4 flown Vertec 4887 speakers and 1 ground-stacked 
Vertec 4889 subwoofer (two additional 4889 subs are 
available). 
 
2 JBL VRX932 BoxesðDown/Center Fill flown at Center 
 
4 JBL VRX928 BoxesðFront Fill (portable) 
  
Amplifiers:  
FOH HiôsðCrown Macrotech2402 (each side) 
FOH MidôsðCrown Macrotech 5002  (each side) 
FOH SubôsðCrown Macrotech 5002 (each side) 
FOH Center Cluster Crown Macrotech 5002 
 
MonitorsðQSC RMX 850 (x4) 
 
Signal processing: 
FOHðBSS Driverack controller   
Ashley GQX3102 Stereo 31-Band EQ (x4 for Monitors) 
 

 Monitor Speakers: 
EAW LA215 2-way 15ò monitors (x8) 

 JBL 2-way 15ò  slant monitors (x6) 
 JBL Side fill cabinets. 15ò woofer, 90x40 horn (x2) 
 EV Eliminator Drum Fill 
 
    

  


